




























































NOTE ON ADDING REFRIGERANT

DO NOT mix refrigerant types.

 CAUTION
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Some systems require additional charging depending on pipe lengths. In North America, the standard 
pipe length is 25ft (7.5m). The refrigerant should be charged from the service port on the outdoor unit’s 
low pressure valve. The additional refrigerant to be charged can becalculated using the following formula:

Refrigerant

(Pipe length – standard 
length) x 0.16oz/ft
(Pipe length – standard 
length) x 15g/m

(Pipe length – standard 
length) x 0.69oz/ft
(Pipe length – standard 
length) x 65g/m

R454B

Ø1/4in (Ø6.35mm) Ø3/8in (Ø9.52mm) Ø1/2in (Ø12.7mm)

(Pipe length – standard 
length) x 0.32oz/ft
(Pipe length – standard 
length) x 30g/m
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DO NOT place the panel facedown on the floor, against  a wall, or on 
uneven surfaces.

PANEL INSTALLATION

Step 2: The panel hook is pre-hung to the indoor unit flow guide ring, as shown.

Step 1:   Remove the front grille.

1.  Push both of the tabs towards the middle simultaneously to unlock the hook on the grille.

2.  Hold the grille at a 45° angle, lift it up slightly and detach it from the main body.

 CAUTION



Step 3: Install the panel with four screws(M5), as shown.
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 CAUTION

Hang the intake grille on the panel, and then 
connect the lead connectors of the louver motor 
and the control box on the panel to the 
corresponding connectors of the main body.

Re-installed into the style grid.
Reinstall the installation cover.
Fix the installation cover plate rope to the pillar of 
the installation cover plate, and gently press the 
installation cover plate into the panel.

Water condensation

NOTE: If the height of the indoor unit needs 
to be adjusted, you can do so through the 
openings at the panel’s four corners. Make 
sure that the internal wiring and drainpipe 
are not a�ected by this adjustment.  

NOTE: After installation, the butt plugs
of display, swing, water pump and other
wire bodies must be placed in the
electric control box.

Failure to tighten screws can cause water 
leakage. 

 CAUTION
If the unit is not hung correctly and a gap
exists, the unit’s height must be adjusted
to ensure proper function. The unit’s height
can be adjusted by loosening the upper nut,
and adjusting the lower nut.    

Loosen upper nut1

2 Adjust lower nut
Gap not allowed

Bolt

Install cover rope

Panel hook

When installing the 
cover, slide the four 
slide fasteners into 
the corresponding 
slots on the panel.



1. Open both the liquid and gas stop valves. 

2. Turn on the main power switch and allow the 
unit to warm up.  

3. Set the air conditioner to COOL mode.

4. For the Indoor Unit

a. Ensure the remote control and its buttons 
work properly.  

b. Ensure the louvers move properly and can 
be changed using the remote control. 

c. Double check to see if the room 
temperature is being registered correctly. 

d. Ensure the indicators on the remote 
control and the display panel on the indoor 
unit work properly. 

e. Ensure the manual buttons on the indoor 
unit works properly. 

f. Check to see that the drainage system is 
unimpeded and draining smoothly. 

g. Ensure there is no vibration or abnormal 
noise during operation. 

5. For the Outdoor Unit

a. Check to see if the refrigeration system is 
leaking. 

b. Make sure there is no vibration or 
abnormal noise during operation. 

c. Ensure the wind, noise, and water 
generated by the unit do not disturb your 
neighbors or pose a safety hazard.

6. Drainage Test

a. Ensure the drainpipe flows smoothly. New 
buildings should perform this test before 
finishing the ceiling. 

b. Remove the test cover. Add 2,000ml of 
water to the tank through the attached 
tube. 

c. Turn on the main power switch and run 
the air conditioner in COOL mode.  

d. Listen to the sound of the drain pump to 
see if it makes any unusual noises.  

e. Check to see that the water is discharged. 
It may take up to one minute before the 
unit begins to drain depending on the 
drainpipe.  

f. Make sure that there are no leaks in any of 
the piping. 

g. Stop the air conditioner. Turn o� the main 
power switch and reinstall the test cover.  

NOTE: If the unit malfunctions or does not 
operate according to your expectations, 
please refer to the Troubleshooting section 
of the Owner’s Manual before calling 
customer service.  

TEST RUN

Failure to perform the test run may result in unit damage, property damage, or
personal injury.

 CAUTION

Before test run

A test run must be performed after the entire
system has been completely installed. Confirm
the following points before performing the test:
 a) Indoor and outdoor units are properly
installed.
b) Piping and wiring are properly connected.
c) No obstacles near the inlet and outlet of
the unit that might cause poor performance
or product malfunction.
d) Refrigeration system does not leak.
e) Drainage system is unimpeded and draining
to a safe location.
f) Heating insulation is properly installed.
g) Grounding wires are properly connected.
h) Length of the piping and additional refrigerant
capacity have been recorded.
i) Power voltage is the correct voltage for the
air conditioner

Test Run Instructions
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Instructions for packing unpacking the unit:

Unpacking:
Indoor unit: 
1.Cut the packing belt.
2. Unpack the package.
3. Take out the packing cushion and packing support.
4. Remove the packing film.
5. Take out the accessories.
6. Lift the machine out and lay it flat.

Outdoor Unit
1. Cut the packing belt. 
2. Take the unit out of the package. 
3. Remove the foam from the unit.
4. Remove the packing film from the unit.

Packing:
Indoor unit:
1. Put the indoor unit into the packing film.
2. Put the accessories in.
3. Place the packing cushion and packing support.
4. Put the indoor unit into the package.
5. Close the package and seal it.
6. Using the packing belt if necessary.

Outdoor unit:
1. Put the outdoor unit into the packing film.
2. Put the bottom foam into the box.
3. Put the outdoor unit into the package, then put the upper packaging foam on the unit.
4. Close the package and seal it.
5. Using the packing belt if necessary.

NOTE: Please keep all packaging items if you may need in the future.
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PACKING AND UNPACKING THE UNIT



The design and specifications are subject to change without prior notice for product improvement.
Consult with the sales agency or manufacturer for details. Any updates to the manual will be uploaded to
the service website, please check for the latest version.
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